L
vipri
e LTE/HSPA+

e |TE Cat6 (DL up to 300 Mbps / UL up to 50 Mbps)
e HSPA+ (DL up to 42 Mbps / UL up to 5.76 Mbps)
e UMTS (up to 384 Kbps)

e [TE-FDD Band 1/3/5/7/8/18/19/21/28
(2100/1800/850/2600/900/800 lower/800 upper/
1500 upper/700 APAC MHz)

e |TE-TDD Band 38—41 (2600, 1900, 2300, 2500 MHz)

e HSPA+/UMTS Band 1/5/6/8/9/19
(2100/850/800/900/1700/800 MHz)

e Regulatory: JRF/JPA, NCC, CE, GCF
e C(Carriers: docomo, Telstra
Planned: KDDI, Softbank

e 2x SMA connectors (female) to connect

an external MIMO antenna

e Multichannel VPN Router 200
e Multichannel VPN Router 3X0
e Multichannel VPN Router 1610
e Multichannel VPN Router 26X0

With the 4.5G LTE-A Asia/Pacific Hotplug Module, LTE-Advanced can be
used with every modular Viprinet Multichannel VPN Router. LTE-Advan-
ced is an enhancement of mobile phone standard LTE (4G), and enables
significantly higher data transfer rates. The 4.5G LTE-A Asia/Pacific Hot-
plug Module achieves data rates of up to 300 Mbps—a download three
times faster than with previous 4G modules.

By additional support for mobile phone standard UMTS / 3G, this module
provides uninterrupted mobile data connections, and is thus especially
suited for Mobile Computing and networking with large data volumes.
Transition between different mobile phone standards is carried out
seemlessly, and at all times, the best available connection is used.

Included in the delivery are two high-quality knuckle-mount antennas for
mobile radio as well as a small pedestal. Due to two SMA jacks on each
module, connecting an external MIMQ antenna to the module is possible.
Thus, good mobhile phone connections can be realized even under the
most difficult reception conditions.

Please note: LTE uses different radio frequency bands depending on the
country. This module only supports LTE frequency bands common in Asia
and the Pacific region. When choosing an external antenna, please make
sure that it supports the LTE as well as the UMTS frequency bands used.

o [TE/UMTS MIMO Dual Omni Panel Antenna *
o | TE/UMTS Car Antenna *
® | TE/UMTS Car Bumper Mount Antenna *

*) Not suitable for Band 21 (1500 MHz)
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